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Specifications Sheet

Turbo Air Pumps

Model No. Hydraulic Air Consumption Air Pressure Oil Capacity Oil Flow at Operating Weight
Output Ports at 70 psi Range Usable 10,000 psi Noise with bracket

Oil Pressure (700 Bar)

PAT1102N .375 –18 15 SCFM 40 –150 psi 150 in3 (2,5 L) 8 in3/min 79dBa 14 lbs. (6,4 Kg)
NPTF @ 100 psi (2,8-10,3 bar) 127 in3 (2,1 L) .1 L/min 16.5 lbs. (7,9 Kg)

PAT1102P .25 – 19 15 SCFM 40 –150 psi 150 in3 (2,5 L) 8 in3/min 79dBa 14 lbs. (6,4 Kg)
NPTF @ 100 psi (2,8-10,3 bar) 127 in3 (2,1 L) .1 L/min 16.5 lbs. (7,9 Kg)

PAM1402N .375 –18 15 SCFM 40 –150 psi 150 in3 (2,5 L) 8 in3/min 79dBa 18 lbs. (8,2 Kg)
NPTF @ 100 psi (2,8-10,3 bar) 127 in3 (2,1 L) .1 L/min 20.5 lbs. (9,3 Kg)

PAM1405N .25 – 19 15 SCFM 40 –150 psi NA 8 in3/min 79dBa 18 lbs. (8,2 Kg)
NPTF @ 100 psi (2,8-10,3 bar) 258 in3 (2,1 L) .1 L/min 20.5 lbs. (9,3 Kg)

PAR1102N .375 –18 10 SCFM 40 –150 psi 150 in3 (2,5 L) 6 in3/min 79dBa 19 lbs. (8,6 Kg)
NPTF @ 100 psi (2,8-10,3 bar) 127 in3 (2,1 L) .1 L/min 21.5 lbs. (9,8 Kg)

Air pressure




