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Beaver Electric Winches 240v 50Hz (Single Phase models)		
Robust Construction Suitable for Building Sites, Slipways & Industrial Use c/w 24 Volt IP65 Pendant 
Control with emergency stop		
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BPL1020 200 10-15 0.8 25 29 6 x 30  4 x 10.5ᴓ 142 142 510 210 246 36

BPL1025 250 10-15 1.0 25 29 6 x 30  4 x 10.5ᴓ 142 142 525 210 246 40

BPL1030 300 10-15 1.5 25 29 7 x 30  4 x 10.5ᴓ 172 142 540 210 246 49

Beaver Electric Winches 415v 50Hz (Three Phase models)		
Robust Construction Suitable for Building Sites, Slipways & Industrial Use. 	  
c/w 24 Volt IP65 Pendant Control with emergency stop	 	
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BPL3030 300 10-15 1.5 25 29 7 x 30  4 x 10.5ᴓ 172 142 548 210 246 48

BPL3050 500 12-18 2.5 25 58 9 x 60  4 x 10.5ᴓ 400 330 922 372 430 136

BPL3075 750 12-18 3.5 25 58 9 x 60  4 x 10.5ᴓ 400 330 935 372 430 149

BPL3100 1000 12-18 5.0 25 58 11 x 60  4 x 10.5ᴓ 400 330 935 372 430 156

BPL3220 2200 7-12.5 7.5 25 97 16 x 100  4 x 12ᴓ 600 499 1160 565 658 450

BPL3350 3500 6.3-8.8 7.5 25 97 18 x 120  8 x 30ᴓ 847 680 1431 740 860 860

Single Phase Model Three Phase Model




